
         Declaration of conformity

QUANTUM DESIGNS(HK) LTD.

5/F Somerset House, TaiKoo Place 979 Kings Road,

Quarry Bay, Hong Kong

declares that the product

Pentium® III  Mainboard

Advance  5/133E

is in conformity with

(reference to the specification under which conformity is declared in

accordance with 89/336 EEC-EMC Directive)

þ EN  55022 Limits and methods of measurements of radio disturbance
characteristics of information technology equipment

þ EN  50081-1 Generic emission standard Part 1:
Residential, commercial and light industry

þ EN  50082-1 Generic immunity standard Part 1:
Residential, commercial and light industry

European Representative:

QDI COMPUTER ( UK ) LTD QDI COMPUTER ( SCANDINAVIA ) A/S

QDI SYSTEM HANDEL GMBH QDI COMPUTER ( NETHERLANDS) B. V.

QDI COMPUTER (FRANCE) SARL QDI COMPUTER HANDELS GMBH

QDI COMPUTER (ESPANA) S.A. QDI COMPUTER (SWEDEN) AB

Signature  :                   Place / Date :     HONG KONG/1999

Printed Name :       Anders  Cheung         Position/ Title :       President



  Declaration of conformity

Trade Name: QDI  Computer ( U. S . A. ) Inc.
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SpeedEasy ¿ ìË Ù° ²× °Ö Ä̧ Ï

³ ÌÐ ò :

1.Õ ýÈ ·µ Ø² åÈ ëPentium® II, Pentium® III » ò Intel®  CeleronTM Ö ÐÑ ë´ ¦À íÆ ÷

2.² åÈ ëÆ äË ûÅ äÖ Ã , × é× °³ ÉÍ êÕ ûµ ÄÎ ¢» úÏ µÍ ³ .

3. ¿ ª¶ ¯Ï µÍ ³µ çÔ ´² ¢° ´× ¡<Del> ¼ ü ½ øÈ ëBIOS É èÖ Ã³ ÌÐ ò

4. ½ øÈ ë SpeedEasy CPU SETUP ² Ëµ ¥ Ò Ôµ ÷½ ÚÖ ÐÑ ë´ ¦À íÆ ÷µ ÄË Ù¶ È

× ¢Ò â:È ô² »µ ÷½ ÚÖ ÐÑ ë´ ¦À íÆ ÷µ ÄË Ù¶ È Ï µÍ ³½ «Ò ÔÔ ¤É è¶ ¨µ ÄË Ù¶ ÈÔ ËÐ Ð ¶ ÔÓ Ú× ÜÏ ßÆ µÂ ÊÎ ª

100MHz µ ÄCPU, Î ª 200MHz ¶ ÔÓ Ú× ÜÏ ßÆ µÂ ÊÎ ª66MHz µ ÄCPU, Î ª 133MHz, ¶ ÔÓ Ú

± ¶Æ µÊ ýË øË Àµ ÄCPU  Ô ËÐ ÐÆ äÊ µ¼ ÊË Ù¶ È

5. ´ æ´ ¢É è¶ ¨Ö µ Í Ë³ ö BIOS Ï µÍ ³¾ Í¿ ÉÒ Ô° ´Ä ãÉ è¶ ¨µ ÄË Ù¶ ÈÔ ËÐ ÐÁ Ë

Advance 5/133E
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SpeedEasy · ½Ê ½½ éÉ Ü

2

SpeedEasy  Ö ÐÑ ë́ ¦À íÆ ÷É è¶ ²̈ Ëµ ¥

´ ÓÖ ÷É èÖ Ã² Ëµ ¥Ö ÐÑ ¡Ô ñ<SpeedEasy CPU SETUP> Ï î È »á á½ øÈ ë́ Î² Ëµ ¥

Í ¼ 1  SpeedEasy Ö ÐÑ ë´ ¦À íÆ ÷É è¶ ¨Ï îÄ ¿µ ¥

BIOSÎ ªÄ ãµ ÄÖ ÐÑ ë́ ¦À íÆ ÷Ì á¹ ©Ò »× é» ù± ¾Ñ ¡Ï î Ò Ố úÌ ǽ «Í ³µ ÄÌ øÏ ß(jumper)· ½Ê ½ Ê ¹

Ä ã¿ ÉÒ ÔÔ ÚSpeedEasy CPU SETUP ² Ëµ ¥É Ï, Î ªÖ ÐÑ ë́ ¦À íÆ ÷Ñ ¡Ô ñÕ ýÈ ·µ Ä¹ ¤× ÷Æ µ

Â Ê

  ¾ ¯¸ æ

Ç ëÎ ð½ «Ö ÐÑ ë́ ¦À íÆ ÷µ ÄÆ µÂ Êµ ÷½ ÚÖ Á̧ ßì ¶Æ äÕ ý³ £¹ ¤× ÷Æ µÂ Ê · ñÔ ò± ¾¹ «Ë ¾½ «

² »» á̧ ºÔ ðÓ É́ Ë¶ ø² úÉ úµ ÄÈ Îº ÎË ð» Ù
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SpeedEasy ¿ ìË Ù° ²× °Ö Ä̧ Ï

³ ÌÐ ò

1. Õ ýÈ ·µ Ø² åÈ ë Pentium®II, Pentium®III » ò Intel®  CeleronTM Ö ÐÑ ë´ ¦À íÆ ÷

2. ² åÈ ëÆ äË ûÅ äÖ Ã × é× °³ ÉÍ êÕ ûµ ÄÎ ¢» úÏ µÍ ³

3. ¿ ªÆ ôÏ µÍ ³µ çÔ ´ ² ¢Ç Ò° ´× ¡<Del> ¼ ü , ½ øÈ ë BIOS É èÖ Ã³ ÌÐ ò

4. ½ øÈ ë SpeedEasy CPU SETUP ² Ëµ ¥ Ò Ôµ ÷½ ÚÖ ÐÑ ë´ ¦À íÆ ÷µ ÄË Ù¶ È

× ¢Ò â È ô² »µ ÷½ ÚÖ ÐÑ ë´ ¦À íÆ ÷µ ÄË Ù¶ È Ï µÍ ³½ «Ò ÔÔ ¤É èµ ÄË Ù¶ ÈÔ ËÐ Ð( 100 Õ ×º Õ× Ü

Ï ßµ Ä CPU » áÒ Ô � 200 Õ ×º ÕÔ ËÐ Ð 66 Õ ×º Õ× ÜÏ ßµ Ä CPU » áÒ Ô 133 Õ ×º ÕÔ ËÐ Ð ¶ Ô

Ó Ú± ¶Æ µÊ ýË øË Àµ ÄCPU  Ô ËÐ ÐÆ äÊ µ¼ ÊË Ù¶ È

5. ´ æ´ ¢É è¶ ¨Ö µ Í Ë³ öBIOS Ï µÍ ³¾ Í¿ ÉÒ Ô° ´Ä ãÉ è¶ ¨µ ÄË Ù¶ ÈÔ ËÐ ÐÁ Ë

Advance 5/133E



Manual for Advance 5/133E

SpeedEasy · ½Ê ½½ éÉ Ü

4

SpeedEasy Ö ÐÑ ë´ ¦À íÆ ÷É è¶ ¨² Ëµ ¥

´ ÓÖ ÷É èÖ Ã² Ëµ ¥Ö ÐÑ ¡Ô ñ <SpeedEasy CPU SETUP> Ï î È »á á½ øÈ ë× Ó² Ëµ ¥

Í ¼ 1  SpeedEasyÖ ÐÑ ë´ ¦À íÆ ÷É è¶ ¨Ï îÄ ¿µ ¥

BIOS Î ªÄ ãµ ÄÖ ÐÑ ë´ ¦À íÆ ÷Ì á¹ ©Ò »× é» ù± ¾Ñ ¡Ï î  Ò Ô´ úÌ æ´ «Í ³µ ÄÌ øÏ ß(jumper) · ½Ê ½ Ê ¹

Ä ã¿ ÉÒ ÔÔ Ú SpeedEasy CPU SETUP” ² Ëµ ¥É Ï  Î ªÖ ÐÑ ë´ ¦À íÆ ÷Ñ ¡Ô ñÕ ýÈ ·µ Ä¹ ¤× ÷Æ µÂ Ê

¾ ¯¸ æ

Ç ëÎ ð½ «Ö ÐÑ ë´ ¦À íÆ ÷µ ÄÆ µÂ Êµ ÷½ ÚÖ Á¸ ßì ¶Æ äÕ ý³ £¹ ¤× ÷Æ µÂ Ê · ñÔ ò± ¾¹ «Ë ¾½ «² »» á¸ ºÔ ð

Ó É´ Ë¶ ø² úÉ úµ ÄÈ Îº ÎË ð» Ù
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SpeedEasy Quick Setup

Procedures :

1.  Correctly insert the Intel Pentium® II/ Pentium® III/ CeleronTM processor.

2.  Plug in other configurations and restore the system.

3.  Switch on power to the system and press the <Del> key to enter BIOS Setup.

4.  Enter “SpeedEasy CPU SETUP” menu to set up the CPU speed.

 Note: If you do not set the CPU speed, your system will run at  the default

setting ( 200MHz
   
for processor with 100MHz host bus speed,

133MHz for processor with 66MHz host bus speed, for bus ratio

locked processor, run its real speed.

5.  Save and exit BIOS  Setup, your system will now boot successfully.

Advance 5/133E
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SpeedEasy Type Introduction

SpeedEasy CPU Setup Menu

Select <SpeedEasy CPU SETUP> item from the main menu and enter the sub-menu:

Figure - 1 SpeedEasy CPU Setup Menu

BIOS provides you with a set of basic values for your processor selection instead of the

jumper settings. The processor speed can be manually selected on the “SpeedEasy CPU

SETUP” menu  screen.

  Warning:

  Dot not set CPU frequency higher than its working frequency. If you do, we will  not  be

  responsible for any damages caused.


